RoHS COMPLIANT

Electrical Characteristics

Nominal Impedance:
Frequency Range:
VSWR:

Insertion Loss:

50 ohms

DC to 4 GHz
1.8:1 maximum
0.2dB at4 GHz

L= Operating Voltage (rms): 500 V maximum at sea level
= Dielectric Withstand Voltage (rms): 1500 V maximum at sea level
> O Contact Resistance: 1.5 milliohms maximum
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Environmental Characteristics
: -65°C to +165 °C
2540.3 Temperature Range
PART DESCRIPTION
13.0£0.3 1 | Body Brass, nickel plated 1.78 um
_ 2 | Ferrule Brass, nickel plated 1.78 um
3 | Contact Brass, gold plated 0.076 um - 0.127pm
9.SMIN. 4 | Dielectric PTFE
5 | Washer Brass, nickel plated 1.78 um
6 [ Nut Brass, nickel plated 1.78 um
7 | Washer Steel, nickel plated 1.78 um
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? Y Strip and crimp dimensions - -
— >_< Dimensional update on Item 5- Washer [JT 6 26 April 10
O/ \_/ Strip Dims added MS 5 21 Aug 09
U 1 Udated Dimensions LB 4 |23 June 09
2.3 Altered address KA 3  |15Aug07
?4.0£0.3 CAD Issue SN 2 |03 May 02
Ferrule [ Contact First Issue PDC 1 19 Oct 00
PR : : : . 2.67 HEX 0.72 HEX
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