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SIZE

REVISION HISTORY

LTR DESCRIPTION DATE APPROVED
- RELEASED FROM ENGINEERING 5/2/16  
A REVISED IP RATING TO IP65 12/8/16 M.V.

SPECIFICATIONS

PARAMETERS VALUES UNITS

RATED INPUT POWER 3 W

MAX INPUT POWER 4 W

IMPEDANCE 8 ± 15% OHM

OUTPUT SPL @ 1W/0.5M          

 

(AT 0.6, 0.8, 1.0, 1.2 kHz)

85 ± 3 dBA

DISTORTION (MAX. @ 1W/1 

kHz)
5% -

RESONANT FREQUENCY 200 ± 20% Hz

FREQUENCY RANGE 200 ~ 20,000 Hz

HOUSING MATERIAL ABS -

CONE MATERIAL PPE -

MAGNET MATERIAL NdFeB -

OPERATING TEMPERATURE -25 ~ +60 °C

WEIGHT 16.6 grams

NOTES:

 

1. ALL DIMENSIONS ARE IN MILLIMETERS.
 
2. SPECIFICATIONS SUBJECT TO CHANGE OR WITHDRAWL
     WITHOUT NOTICE.
 
3. THIS PART IS RoHS 2011/65/EU COMPLIANT.

 
4. THE FACE OF THIS PART COMPLIES WITH IP65 WATERPROOFING
    AND DUST INGRESS STANDARDS.
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UNLESS OTHERWISE SPECIFIED:
ALL PURCHASES ARE SUBJECT TO THE PUI AUDIO

TERMS AND CONDITIONS SALE FOUND AT
http://www.puiaudio.com/pdf/terms_conditions.pdf

(paper copy available upon request).

DIMENSIONS ARE IN MILLIMETERS,TOLERANCES ARE
±0.5 AND ANGLES ARE ±3°.

p 

• High fidelity design for consumer applications where sound quality matters

• Great sensitivity and power handling for a speaker this size

• IP65 rated speaker face for outdoor use

• Works well in a wide range of enclosure volumes
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