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Product Revision Product Dimensions 
Product  
Name 

  L ±1.5 
(L ±0.06) 

øA  
min 

øB  
min 

C  
min 

K ±0.65 
(K±0.025) 

E  
max 

F ref 

D-141-0091 G 15.0 
(0.600) 

1.65 
(0.065) 

1.15 
(0.045) 

5.10 
(0.200) 

4.45 
(0.175) 

0.68 
(0.027) 

8.9 
(0.350) 

 
 
MATERIALS 
1. INSULATION SLEEVE: Heat-shrinkable, transparent blue, radiation cross-linked modified polyvinylidene fluoride.    
2. SOLDER PREFORM WITH FLUX: 
    SOLDER:     TYPE  Sn63 per ANSI-J-STD-006. 
    FLUX:          TYPE  ROL1 per ANSI-J-STD-004. 
3. PREINSTALLED LEAD: 22AWG  0.68 (.027) max dia., solder plated phosphor bronze. 
 
APPLICATION 
1. This part is designed to attach a 28 to 22 gauge stranded wire to a printed circuit board. Hole dia.: .032. 
2. Temperature range:  -55°C to +150°C. Parts may be installed by convection or infrared heating. 
 
    For best results, prepare the cable as shown: 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
* A trademark of Raychem Corporation. 

 


