
Moldings    Product Data    502A845 

          Cable Breakout 

 

____________________________________________________________________________________ 

Tyco Electronics-Raychem  Product Guide    Effective: 2/20/2012 

Energy     Section 4    Rev.:  C 

Division    Doc. Ref. SCD-44057 

 

 
NOTES: 

 
1. Dimensions in inches/(millimeters).   5. Coating:  /42 Adhesive, properties   

                              as described in PPS 3012/4. 

2. Dimension in table below as follows:       Adhesive thickness:  Beads: Min. .010” / Max. .030”                                       

 a=as supplied sizes.                      

 b= after free recovery    6.  Coating locations approximately as shown. 

3. Free recovery: unrestricted recovery after 15minutes      

4. Materials properties as described in PPS 3011/4.    

 

 

Modifications: 

 

Part No.   Mod. Modification 

    Code  

502A845-4-02/42   02 Body (expanded) H (a) 4.80 min.; Legs (expanded) J (a) 1.90 min. 

 

 

Table of Dimensions 

 

Part No.          H         J             W          P                 R                 G1           G2 

     a         b            a         b           a     b    a         b           a       b          a       b         a         b 

  Min.    Max.     Min.    Max.       +/- 15%  Min.  Max.     Min.  Max.             Min.             Min. 

 

502A845-4 3.46    1.66       1.60     .45           -     .13           -      4.83       -        3.36        -     .88        -       .40 

 

 

 

 

 

 

 

 

 


