0110 [2.8] |_

0.299 [7.6]

0.390 [9.9]

0.020+0.002 [0.5+0.05]

0303 [7.7]

0669 [17.01

SUGGESTED PANEL CUTOUT

0.748 [19.0]

MAXIMUM PANEL THICKNESS: 0.472 [12.0mm]
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EXPLODED VIEW ASSEMBLED VIEW

Polyoxymethylene (POM)
Polycarbonate (PC)
Brass (H62)

SPRING:
Stainless Steel (Cr18Ni9)

CONTACTS:
Silver/Cadmium Oxide (AgCdO)

SHEET 1 OF 1 SCHEMATIC SPECIFICATIONS
FUNCTION:
1PNO OFF—(ON) + 1PNC ON—(OFF)
RATING:
- 2A
ILLUMINATION VOLTAGE:
g @ 2.8V 20mA
al 2 POSITION 1 POSITION 2
8 CONTACT RESISTANCE:
5 2 (MAINTAINED) (MOMENTARY) Inftial: 50mC Max. at 1A 12VDC
38| e
o 3 INSULATION RESISTANCE:
1,000MQ Min. at 500VDC
DIELECTRIC STRENGTH:
2,000VAC Min. for 1 Minute
0472 [120 ELES%TEI%_ oI/JﬁE
A cles
MECHANICAL LIFE:
1,000,000 Cycles
TEMPERATURE:
Gl & Operating: —20°C to 70°C
g g INGRESS PROTECTION:
I P65
a8l 8
o o APPROVALS:
K I~ COMPLIANT
& &
o «
! S| = POSITION 1 —
POSITION 2 — MATERIALS
3 B BUSHING:
] M19x1.0 Stainless Steel (304)
g BASE:
] Polycarbonate (PC)
. ACTUATOR:
: Stainless Steel (304)
Palycarbonate (PC)
| HARDWARE:
: Nickel Plated Bross (H59)
w U : SEALING:
: Silicone Rubber
‘ : INNER ASSEMBLY:
—
1

MINALS:
Brass (H62)

RING:
Silicone Rubber

COLORS AND FINISH

BEZEL:
Stainless Steel
Machine Finish

0866 [22.01

— ACTUATOR:
Stainless Steel
Machine Finish

ILLUMINATION:
Blue (Forward)
Blue (Reverse)

MARKING:
None

INDUSTRIES
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