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Metallized polypropylene film capacitors (MKP) B32656S ... B32658S
Snubber (wound)

Typical applications
= IGBT
® Snubbering

Climatic
= Max. operating temperature: 110 °C
u Climatic category (IEC 60068-1): 55/100/56

Construction

u Dielectric: polypropylene (PP)

= Wound capacitor technology with internal
series connection

u Plastic case (UL 94 V-0)

u Epoxy resin sealing (UL 94 V-0)

Features

= High pulse strength and high contact reliability
® Very low inductance

# RoHS-compatible

Terminals
u Strap terminals, tinned copper or brass (max. torque 10 Nm)

Marking

Manufacturer's logo, ordering code, style (MKP)

rated capacitance (coded), cap. tolerance (code letter),
rated DC voltage, date of manufacture (coded)

Delivery mode
Bulk (untaped)

Please read Cautions and warnings and Page 2 of 63
Important notes at the end of this document.
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Snubber (wound) MKP
Dimensional drawings
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B32656S ... B32658S
Snubber (wound)

Dimensional drawings (continued)
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B32656S ... B32658S
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Snubber (wound) MKP
Dimensional drawings (continued)
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Dimensional drawings (continued)

T14 (code no. 414)

T15 (code no. 415)
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B32656S ... B32658S

Snubber (wound)
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MKP

B32656S ... B32658S
Snubber (wound)

Dimensional drawings (continued)
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Snubber (wound)

Type B32656S

Vs (VDC) |850

1000

1250

1700

2000

Vaus (V AC) | 450

480

500

750

800

Ck (nF)

68

100

120

150

220

270

330

390

470

560

680

820

1000

1200

1500

1800

2200

2700

3300

Please read Cautions and warnings and

Important notes at the end of this document.
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Snubber (wound) MKP

Type B32658S
Vi (V DC) 850 1000 1250 1700 2000
Viaus (V AC) | 450 480 500 750 800
Cr (nF)
330
470
680
820
900
1000
1200
1400
1500
1800
2200
2700
3000
3300
4000
4200
4500
4700
5000
5600

Please read Cautions and warnings and Page 9 of 63
Important notes at the end of this document.
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Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
850 | 450 560 | 14.0 x 25.0 x 42.0| 8.0 9.0 B32656S8564+408 | T8 288
560 | 14.0 x 25.0 x 42.0| 8.0 9.0 B32656S8564+418 |T18 |288
560 | 14.0 x 25.0 x 42.0| 8.0 9.0 B32656S8564+563 | T3 168
560 | 14.0 x 25.0 x 42.0| 8.0 9.0 B32656S8564+564 | T4 288
560 | 14.0 x 25.0 x 42.0| 8.0 9.0 B32656S8564+565 |T5 288
680 | 16.0 x 28.5 x 42.0| 9.5 7.0 B326565S8684+408 | T8 192
680 | 16.0 x 28.5 x42.0| 9.5 7.0 B32656S8684+409 |T9 192
680 | 16.0 x 28.5 x42.0| 9.5 7.0 B32656S8684+411 | T11 128
680 | 16.0 x 28.5 x42.0| 9.5 7.0 B32656S8684+418 |T18 |[192
680 | 16.0 x 28.5 x 42.0| 9.5 7.0 B32656S8684+561 | T1 192
680 | 16.0 x 28.5 x 42.0| 9.5 7.0 B32656S8684+562 | T2 192
680 | 16.0 x 28.5 x 42.0| 9.5 7.0 B32656S8684+563 | T3 144
680 | 16.0 x 28.5 x42.0| 9.5 7.0 B32656S8684+564 | T4 192
680 | 16.0 x 28.5 x42.0| 9.5 7.0 B32656S8684+565 |T5 192
680 | 16.0 x 28.5 x42.0| 9.5 7.0 B32656S8684+566 |T6 192
680 | 16.0 x 28.5 x 42.0| 9.5 7.0 B32656S8684+577 |T7 180
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B3265658824+408 | T8 192
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+409 |T9 192
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+411 | T11 128
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+418 |T18 |[192
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+561 | T1 192
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+562 | T2 192
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+563 | T3 144
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+564 | T4 192
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+565 |T5 192
820 | 16.0 x 28.5 x 42.0{ 10.0 6.0 B32656S8824+566 |T6 192
820 | 16.0 x 28.5 x 42.0| 10.0 6.0 B32656S8824+577 |T7 180

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=+10%
J= +5%

Please read Cautions and warnings and Page 10 of 63
Important notes at the end of this document.
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Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
850 | 450 1000 [ 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+408 | T8 140

1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+409 | T9 140
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+411 | T11 112
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+418 |T18 | 140
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+561 | T1 140
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+562 | T2 140
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+563 | T3 120
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+564 | T4 128
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+565 | T5 128
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+566 |T6 140
1000 | 18.0 x 32.5 x 42.0| 11.5 6.0 B32656S8105+577 |T7 156
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+408 | T8 140
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+409 | T9 140
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+411 | T11 112
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+418 |T18 | 140
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+561 | T1 140
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+562 | T2 140
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+563 | T3 120
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+564 | T4 128
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+565 | T5 128
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+566 | T6 140
1200 | 18.0 x 32.5 x 42.0| 12.5 5.0 B32656S8125+577 | T7 156
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+408 | T8 128
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+409 | T9 128
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+418 | T18 |[128
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+561 | T1 128
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+562 | T2 128
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+563 | T3 72
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+566 | T6 128
1500 | 31.0 x 26.5 x 43.6| 14.0 5.0 B32656S8155+577 |T7 84

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= 5%

Please read Cautions and warnings and Page 11 of 63
Important notes at the end of this document.
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Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
850 | 450 1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+408 | T8 108
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+409 | T9 108
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+410 | T10 80
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+411 | T11 72
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+418 |T18 |108
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+561 | T1 108
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+562 | T2 108
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+563 | T3 96
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+566 |T6 108
1800 | 28.0 x 37.0 x 42.0| 15.5 4.5 B32656S8185+577 |T7 96
2200 | 30.0 x 45.0 x42.0{17.0 4.0 B32656S8225+408 | T8 48
2200 | 30.0 x 45.0 x42.0{17.0 4.0 B32656S8225+409 | T9 48
2200 | 30.0 x 45.0 x42.0({ 17.0 4.0 B32656S8225+410 | T10 80
2200 | 30.0 x 45.0 x 42.0| 17.0 4.0 B32656S8225+411 | T11 64
2200 |{30.0 x45.0 x42.0({17.0 4.0 B32656S8225+418 | T18 48
2200 |{30.0 x45.0 x42.0({17.0 4.0 B32656S8225+561 | T1 48
2200 | 30.0 x 45.0 x42.0{17.0 4.0 B32656S8225+562 | T2 48
2200 | 30.0 x 45.0 x42.0{ 17.0 4.0 B32656S8225+563 | T3 96
2200 | 30.0 x 45.0 x42.0({ 17.0 4.0 B32656S8225+566 |T6 48
2200 | 30.0 x45.0 x42.0{ 17.0 4.0 B32656S8225+577 | T7 96
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+408 | T8 48
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+409 | T9 48
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+410 | T10 80
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+411 | T11 64
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+418 | T18 48
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+561 | T1 48
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+562 | T2 48
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+563 | T3 96
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+566 |T6 48
2700 | 30.0 x 45.0 x 42.0{ 20.0 3.7 B32656S8275+577 |T7 96

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= 5%

Please read Cautions and warnings and Page 12 of 63
Important notes at the end of this document.
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Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Vaus Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
850 | 450 3300 | 33.0 x 48.0 x 43.0| 23.0 3.3 B32656S8335+408 | T8 84
3300 | 33.0 x 48.0 x 43.0( 23.0 3.3 B32656S8335+409 | T9 84
3300 | 33.0 x 48.0 x 43.0( 23.0 3.3 B32656S8335+410 | T10 60
3300 | 33.0 x 48.0 x 43.0( 23.0 3.3 B32656S8335+411 | T11 56
3300 | 33.0 x 48.0 x 43.0( 23.0 3.3 B32656S8335+418 | T18 84
3300 | 33.0 x 48.0 x 43.0( 23.0 3.3 B32656S8335+561 | T1 84
3300 | 33.0 x 48.0 x43.0( 23.0 3.3 B32656S8335+562 | T2 84
3300 | 33.0 x 48.0 x 43.0( 23.0 3.3 B32656S8335+563 | T3 64
3300 | 33.0 x 48.0 x 43.0( 23.0 3.3 B32656S8335+566 | T6 84
3300 | 33.0 x 48.0 x 43.0| 23.0 3.3 B32656S8335+577 | T7 84

1000 | 480 330 (14.0 x25.0 x42.0| 7.0 13.0 B32656S0334+408 | T8 288
330 |14.0x25.0x42.0| 7.0 13.0 B32656S0334+418 | T18 |288
330 |14.0x25.0 x42.0| 7.0 13.0 B32656S0334+563 | T3 168
330 |14.0x25.0 x42.0| 7.0 13.0 B32656S0334+564 | T4 288
330 [ 14.0 x25.0 x42.0| 7.0 13.0 B3265650334+565 | T5 288
390 [ 14.0 x25.0 x42.0| 7.5 11.0 B32656S0394+408 | T8 288
390 [ 14.0 x25.0 x42.0| 7.5 11.0 B32656S0394+418 |T18 |[288
390|14.0x25.0x42.0| 7.5 11.0 B32656S0394+563 | T3 168
390 |14.0x25.0 x42.0| 7.5 11.0 B32656S0394+564 | T4 288
390 ]14.0x25.0 x42.0| 7.5 11.0 B32656S0394+565 | T5 288
470 | 14.0 x25.0 x 42.0( 8.0 10.0 B32656S0474+408 | T8 288
470 | 14.0 x25.0 x 42.0( 8.0 10.0 B32656S0474+418 | T18 |288
470 | 14.0 x 25.0 x 42.0( 8.0 10.0 B32656S0474+563 | T3 168
470 | 14.0 x 25.0 x 42.0( 8.0 10.0 B32656S0474+564 | T4 288
470 | 14.0 x 25.0 x 42.0{ 8.0 10.0 B32656S0474+565 | T5 288

560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+408 | T8 192
560 [ 16.0 x 28.5 x42.0| 9.0 8.0 B32656S0564+409 | T9 192
560 [ 16.0 x 28.5 x42.0| 9.0 8.0 B32656S0564+411 | T11 128
560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+418 |T18 |[192

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= +5%

Please read Cautions and warnings and Page 13 of 63
Important notes at the end of this document.
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Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
1000 | 480 560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+561 | T1 192
560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+562 | T2 192
560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+563 | T3 144
560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+564 | T4 192
560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+565 |T5 192
560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+566 | T6 192
560 | 16.0 x 28.5 x 42.0| 9.0 8.0 B32656S0564+577 |T7 180
680 | 16.0 x 28.5 x 42.0| 10.5 6.5 B32656S0684+408 | T8 192
680 | 16.0 x 28.5 x 42.0{ 10.5 6.5 B32656S0684+409 |T9 192
680 | 16.0 x 28.5 x 42.0{ 10.5 6.5 B32656S0684+411 | T11 128
680 | 16.0 x 28.5 x 42.0| 10.5 6.5 B32656S0684+418 |T18 |[192
680 | 16.0 x 28.5 x 42.0| 10.5 6.5 B32656S0684+561 | T1 192
680 | 16.0 x 28.5 x 42.0{ 10.5 6.5 B32656S0684+562 | T2 192
680 | 16.0 x 28.5 x 42.0| 10.5 6.5 B32656S0684+563 | T3 144
680 | 16.0 x 28.5 x 42.0{ 10.5 6.5 B32656S0684+564 | T4 192
680 | 16.0 x 28.5 x 42.0{ 10.5 6.5 B32656S0684+565 | T5 192
680 | 16.0 x 28.5 x 42.0| 10.5 6.5 B32656S0684+566 |T6 192
680 | 16.0 x 28.5 x 42.0| 10.5 6.5 B32656S0684+577 |T7 180
680 | 19.0 x 37.5 x 42.0| 18.0 3.0 B32656S0684+412 |(T12 |264
820 |18.0 x 32.5 x42.0{11.5 6.0 B32656S0824+408 | T8 140
820 |18.0 x 32.5 x42.0{11.5 6.0 B32656S0824+409 |T9 140
820 |18.0 x 32.5 x42.0{ 11.5 6.0 B32656S0824+411 | T11 112
820 |18.0 x 32.5 x42.0{11.5 6.0 B32656S0824+418 |T18 | 140
820 |18.0 x 32.5 x42.0{11.5 6.0 B32656S0824+561 | T1 140
820 |18.0 x 32.5 x42.0{ 11.5 6.0 B32656S0824+562 | T2 140
820 |18.0 x 32.5 x42.0{11.5 6.0 B32656S0824+563 | T3 120
820 |18.0 x 32.5 x42.0{11.5 6.0 B32656S0824+564 | T4 128
820 |18.0 x 32.5 x42.0{ 11.5 6.0 B32656S0824+565 |T5 128
820 |18.0 x 32.5 x42.0{11.5 6.0 B32656S0824+566 |T6 140
820 |18.0 x 32.5 x42.0|11.5 6.0 B32656S0824+577 |T7 156
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+408 | T8 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+409 |T9 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+410 |[T10 |[120

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=+10%
J= +5%

Please read Cautions and warnings and Page 14 of 63
Important notes at the end of this document.



STDK

oL o]
Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

1000 | 480 1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+411 | T11 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+418 | T18 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+561 | T1 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+562 | T2 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+563 | T3 104
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+564 | T4 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+565 | T5 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+566 | T6 96
1000 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S0105+577 |T7 144
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+408 | T8 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+409 |T9 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+410 |[T10 |[120
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+411 | T11 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+418 | T18 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+561 | T1 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+562 | T2 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+563 | T3 104
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+564 | T4 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+565 | T5 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+566 | T6 96
1200 | 20.0 x 39.5 x 42.0| 14.0 5.0 B32656S0125+577 | T7 144
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+408 | T8 48
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+409 |T9 48
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+410 | T10 80
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+411 | T11 64
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+418 | T18 48
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+561 | T1 48
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+562 | T2 48
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+563 | T3 96
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+566 |T6 48
1500 | 30.0 x 45.0 x 42.0| 16.5 5.0 B32656S0155+577 | T7 96

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= £10%
J= +5%

Please read Cautions and warnings and Page 15 of 63
Important notes at the end of this document.



&TDK

Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

1000 | 480 1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+408 | T8 48
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+409 |T9 48
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+410 | T10 48
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+411 | T11 64
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+418 | T18 48
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+561 | T1 48
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+562 | T2 48
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+563 | T3 96
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+566 |T6 48
1800 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S0185+577 |T7 96
2200 | 30.0 x 45.0 x 42.0{ 19.0 4.0 B32656S0225+408 | T8 48
2200 | 30.0 x 45.0 x 42.0{ 19.0 4.0 B32656S0225+409 |T9 48
2200 | 30.0 x 45.0 x 42.0{ 19.0 4.0 B32656S0225+410 | T10 80
2200 | 30.0 x 45.0 x42.0{ 19.0 4.0 B32656S0225+411 | T11 64
2200 | 30.0 x45.0 x42.0{ 19.0 4.0 B32656S0225+418 | T18 48
2200 | 30.0 x 45.0 x42.0{ 19.0 4.0 B32656S0225+561 | T1 48
2200 | 30.0 x 45.0 x42.0{ 19.0 4.0 B32656S0225+562 | T2 48
2200 | 30.0 x 45.0 x42.0{ 19.0 4.0 B32656S0225+563 | T3 96
2200 | 30.0 x 45.0 x 42.0{ 19.0 4.0 B32656S0225+566 |T6 48
2200 | 30.0 x 45.0 x 42.0{ 19.0 4.0 B32656S0225+577 | T7 96
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+408 | T8 84
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+409 |T9 84
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+410 |T10 60
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+411 | T11 56
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+418 | T18 84
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+561 | T1 84
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+562 | T2 84
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+563 | T3 64
2700 | 33.0 x 48.0 x 43.0( 22.0 3.3 B32656S0275+566 |T6 84
2700 | 33.0 x 48.0 x 43.0| 22.0 3.3 B32656S0275+577 |T7 84

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= 5%

Please read Cautions and warnings and Page 16 of 63
Important notes at the end of this document.
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oL o]
Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

1250 | 500 220 (14.0x25.0x42.0| 7.0 115 B32656S7224+408 | T8 288
220 (14.0 x25.0 x42.0| 7.0 11.5 B32656S7224+418 | T18 |288
220 [14.0 x25.0 x42.0| 7.0 11.5 B32656S7224+563 | T3 168
220 |14.0x25.0 x42.0| 7.0 11.5 B32656S7224+564 | T4 288
220 |14.0 x25.0 x42.0| 7.0 11.5 B32656S7224+565 |T5 288
270|14.0 x25.0 x 42.0| 8.0 10.0 B32656S7274+408 | T8 288
270|14.0 x25.0 x 42.0| 8.0 10.0 B32656S7274+418 | T18 |288
270 |14.0x25.0 x 42.0| 8.0 10.0 B32656S7274+563 | T3 168
270 |14.0 x25.0 x42.0| 8.0 10.0 B32656S7274+564 | T4 288
270|14.0 x 25.0 x 42.0| 8.0 10.0 B32656S7274+565 |T5 288
330 |16.0 x28.5 x42.0| 8.5 9.5 B32656S7334+408 | T8 192
330 |16.0 x28.5 x42.0| 8.5 9.5 B32656S7334+409 |T9 192
330 |16.0 x28.5 x 42.0| 8.5 9.5 B32656S7334+411 | T11 128
330 |16.0 x28.5 x 42.0| 8.5 9.5 B32656S7334+418 | T18 |[192
330 |16.0 x28.5 x 42.0| 8.5 9.5 B32656S7334+561 | T1 192
330 |16.0 x28.5 x 42.0| 8.5 9.5 B32656S7334+562 | T2 192
330 |16.0 x28.5 x42.0| 8.5 9.5 B32656S7334+563 | T3 144
330 |16.0 x28.5 x42.0| 8.5 9.5 B32656S7334+564 | T4 192
330 |16.0 x28.5 x 42.0| 8.5 9.5 B32656S7334+565 | T5 192
330 |16.0 x28.5 x 42.0| 8.5 9.5 B32656S7334+566 | T6 192
330 |16.0 x 28.5 x 42.0| 8.5 9.5 B32656S7334+577 |T7 180
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+408 | T8 140
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+409 |T9 140
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+411 | T11 112
390 |18.0 x 32.5 x 42.0| 9.0 9.0 B32656S7394+418 | T18 |[140
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+561 | T1 140
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+562 | T2 140
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+563 | T3 120
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+564 | T4 128
390 |18.0 x 32.5 x42.0| 9.0 9.0 B32656S7394+565 |T5 128
390 |18.0 x 32.5 x 42.0| 9.0 9.0 B32656S7394+566 | T6 140
390 |18.0 x 32.5 x 42.0| 9.0 9.0 B32656S7394+577 | T7 156

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=%10%
J= +5%

Please read Cautions and warnings and Page 17 of 63
Important notes at the end of this document.



&TDK

Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

1250 | 500 470|18.0 x 32.5x42.0| 9.0 8.5 B32656S7474+408 | T8 140
470 (18.0 x 32.5 x42.0| 9.0 8.5 B32656S7474+409 |T9 140
4701 18.0 x 32.5 x42.0| 9.0 8.5 B32656S7474+411 | T11 112
470 (18.0 x 32.5 x 42.0| 9.0 8.5 B32656S7474+418 |T18 | 140
470 (18.0 x 32.5 x 42.0| 9.0 8.5 B32656S7474+561 | T1 140
470 (18.0 x 32.5 x 42.0| 9.0 8.5 B32656S7474+562 | T2 140
470 (18.0 x 32.5 x42.0| 9.0 8.5 B32656S7474+563 | T3 120
4701 18.0 x 32.5 x42.0| 9.0 8.5 B32656S7474+564 | T4 128
470 (18.0 x 32.5 x42.0| 9.0 8.5 B32656S7474+565 |T5 128
470 (18.0 x 32.5 x 42.0| 9.0 8.5 B32656S7474+566 |T6 140
470 (18.0 x 32.5 x 42.0| 9.0 8.5 B32656S7474+577 |T7 156
470 (19.0 x 37.5 x42.0|17.0 4.0 B32656S7474+412 |T12 |264
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+408 | T8 96
560 | 20.0 x 39.5 x42.0{ 11.0 7.0 B32656S7564+409 |T9 96
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+410 |[T10 |[120
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+411 | T11 96
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+418 | T18 96
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+561 | T1 96
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+562 | T2 96
560 | 20.0 x 39.5 x42.0{ 11.0 7.0 B32656S7564+563 | T3 104
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+564 | T4 96
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+565 |T5 96
560 | 20.0 x 39.5 x 42.0{ 11.0 7.0 B32656S7564+566 | T6 96
560 | 20.0 x 39.5 x 42.0| 11.0 7.0 B32656S7564+577 |T7 144
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+408 | T8 96
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+409 |T9 96
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+410 |[T10 |[120
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+411 | T11 96
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+418 | T18 96
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+561 | T1 96
680 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S7684+562 | T2 96

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= £10%
J= +5%

Please read Cautions and warnings and Page 18 of 63
Important notes at the end of this document.
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oL o]
Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
1250 | 500 680 [ 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S7684+563 | T3 104
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+564 | T4 96
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+565 | T5 96
680 | 20.0 x 39.5 x 42.0{ 13.0 6.0 B32656S7684+566 |T6 96
680 | 20.0 x 39.5 x 42.0| 13.0 6.0 B32656S7684+577 |T7 144
820 | 28.0 x 37.0 x 42.0| 14.0 5.5 B32656S7824+408 | T8 108
820 |28.0 x 37.0 x 42.0{ 14.0 5.5 B32656S7824+409 | T9 108
820 |28.0 x 37.0 x 42.0{ 14.0 5.5 B32656S7824+410 | T10 80
820 |28.0 x 37.0 x 42.0{ 14.0 5.5 B32656S7824+411 | T11 72
820 |28.0 x 37.0 x 42.0| 14.0 5.5 B32656S7824+418 |T18 |[108
820 | 28.0 x 37.0 x 42.0{ 14.0 5.5 B32656S7824+561 | T1 108
820 | 28.0 x 37.0 x 42.0{ 14.0 5.5 B32656S7824+562 | T2 108
820 | 28.0 x 37.0 x 42.0| 14.0 5.5 B32656S7824+563 | T3 96
820 |28.0 x 37.0 x 42.0|{ 14.0 5.5 B32656S7824+566 |T6 108
820 | 28.0 x 37.0 x 42.0| 14.0 5.5 B32656S7824+577 |T7 96
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+408 | T8 108
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+409 |T9 108
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+410 |T10 80
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+411 | T11 72
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+418 | T18 |108
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+561 | T1 108
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+562 | T2 108
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+563 | T3 96
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+566 |T6 108
1000 | 28.0 x 37.0 x 42.0| 15.5 5.0 B32656S7105+577 | T7 96
1200 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S7125+408 | T8 48
1200 | 30.0 x 45.0 x 42.0{ 17.0 4.5 B32656S7125+409 |T9 48
1200 | 30.0 x 45.0 x 42.0{ 17.0 4.5 B32656S7125+410 | T10 80
1200 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S7125+411 | T11 64
1200 | 30.0 x 45.0 x 42.0{ 17.0 4.5 B32656S7125+418 | T18 48

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= 5%

Please read Cautions and warnings and Page 19 of 63
Important notes at the end of this document.
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Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
1250 | 500 1200 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S7125+561 | T1 48
1200 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S7125+562 | T2 48
1200 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S7125+563 | T3 96
1200 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S7125+566 |T6 48
1200 | 30.0 x 45.0 x 42.0| 17.0 4.5 B32656S7125+577 |T7 96
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+408 | T8 48
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+409 |T9 48
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+410 | T10 80
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+411 | T11 64
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+418 | T18 48
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+561 | T1 48
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+562 | T2 48
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+563 | T3 96
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+566 |T6 48
1500 | 30.0 x 45.0 x 42.0| 19.0 4.0 B32656S7155+577 |T7 96
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+408 | T8 84
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+409 |T9 84
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+410 |T10 60
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+411 | T11 56
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+418 | T18 84
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+561 | T1 84
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+562 | T2 84
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+563 | T3 64
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+566 |T6 84
1800 | 33.0 x 48.0 x 43.0| 22.0 3.5 B32656S7185+577 |T7 84
1700 | 750 120 [14.0 x25.0 x42.0| 6.5 14.0 B32656S1124+408 | T8 288
120 [ 14.0 x25.0 x 42.0| 6.5 14.0 B32656S1124+418 |T18 |288
120 [ 14.0 x 25.0 x 42.0| 6.5 14.0 B32656S1124+563 | T3 168
120 [14.0 x25.0 x 42.0| 6.5 14.0 B32656S1124+564 | T4 288
120 | 14.0 x25.0 x 42.0| 6.5 14.0 B32656S1124+565 | T5 288

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+= Capacitance tolerance code:
K= +10%
= 5%

Please read Cautions and warnings and Page 20 of 63
Important notes at the end of this document.
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Snubber (wound) MKP

Electrical specifications, ordering codes and packing units

Vg Vaus Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
1700 | 750 150 |14.0 x25.0x42.0| 7.0 13.0 B32656S1154+408 | T8 288
150 | 14.0 x25.0 x 42.0| 7.0 13.0 B32656S1154+418 | T18 288
150 [ 14.0 x25.0 x 42.0| 7.0 13.0 B32656S1154+563 | T3 168
150 [ 14.0 x 25.0 x 42.0| 7.0 13.0 B32656S1154+564 | T4 288
150 [ 14.0 x 25.0 x 42.0| 7.0 13.0 B32656S1154+565 |T5 288
220 |16.0 x28.5 x 42.0| 8.5 10.5 B32656S51224+408 | T8 192
220 |16.0 x28.5 x42.0| 8.5 10.5 B32656S1224+409 |T9 192
220 |16.0 x28.5x42.0| 85 10.5 B32656S1224+411 | T11 128
220 |16.0x28.5x42.0| 85 10.5 B32656S1224+418 | T18 192
220 |16.0 x28.5 x42.0| 8.5 10.5 B32656S1224+561 | T1 192
220 |16.0 x28.5 x 42.0| 8.5 10.5 B32656S1224+562 | T2 192
220 |16.0 x28.5 x 42.0| 8.5 10.5 B32656S1224+563 | T3 144
220 |16.0 x28.5 x42.0| 8.5 10.5 B32656S1224+564 | T4 192
220 |16.0 x28.5 x42.0| 8.5 10.5 B32656S1224+565 |T5 192
220 |16.0 x 28.5 x42.0| 8.5 10.5 B32656S1224+566 |T6 192
220 |16.0 x28.5 x42.0| 8.5 10.5 B32656S1224+577 |T7 180

270 ({18.0x32.5x42.0| 9.5 9.0 B32656S1274+408 | T8 140
270 ({18.0 x32.5x42.0| 9.5 9.0 B32656S1274+409 | T9 140
270 ({18.0 x32.5 x42.0| 9.5 9.0 B32656S1274+411 | T11 112
270118.0 x32.5 x42.0| 9.5 9.0 B32656S1274+418 |T18 |[140
270118.0x32.5x42.0| 9.5 9.0 B32656S1274+561 | T1 140
270 ({18.0 x32.5x42.0| 9.5 9.0 B32656S51274+562 | T2 140
270 ({18.0x32.5x42.0| 9.5 9.0 B32656S1274+563 | T3 120
270 ({18.0 x32.5x42.0| 9.5 9.0 B32656S1274+564 | T4 128
270 ({18.0 x32.5 x42.0| 9.5 9.0 B32656S1274+565 |T5 128
270118.0x32.5 x42.0| 9.5 9.0 B32656S1274+566 |T6 140
270]118.0 x32.5 x42.0| 9.5 9.0 B32656S51274+577 | T7 156

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=+10%
J= +5%

Please read Cautions and warnings and Page 21 of 63
Important notes at the end of this document.



&TDK

Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

1700 | 750 330 [ 20.0 x 39.5 x 42.0( 12.0 8.0 B32656S1334+408 | T8 96
330 |20.0 x39.5 x42.0{12.0 8.0 B32656S1334+409 | T9 96
330 |20.0 x 39.5 x42.0{12.0 8.0 B32656S1334+410 |[T10 |[120
330 |20.0 x 39.5 x42.0{ 12.0 8.0 B32656S1334+411 | T11 96
330 |20.0 x 39.5 x 42.0{ 12.0 8.0 B32656S1334+418 | T18 96
330 |20.0 x 39.5 x 42.0{ 12.0 8.0 B32656S1334+561 | T1 96
330 |20.0 x 39.5 x42.0{12.0 8.0 B32656S1334+562 | T2 96
330 |20.0 x39.5 x42.0{12.0 8.0 B32656S1334+563 | T3 104
330 |20.0 x 39.5 x42.0{12.0 8.0 B32656S1334+564 | T4 96
330 |20.0 x 39.5 x42.0{ 12.0 8.0 B32656S1334+565 |T5 96
330 |20.0 x 39.5 x42.0{ 12.0 8.0 B32656S1334+566 |T6 96
330 |20.0 x 39.5 x 42.0{ 12.0 8.0 B32656S1334+577 |T7 144
390 | 28.0 x 37.0 x 42.0{ 13.5 7.0 B32656S1394+408 | T8 108
390 |28.0 x 37.0 x42.0{ 13.5 7.0 B32656S1394+409 |T9 108
390 |28.0 x 37.0 x 42.0| 13.5 7.0 B32656S1394+410 | T10 80
390 |28.0 x 37.0 x 42.0{ 13.5 7.0 B32656S1394+411 | T11 72
390 | 28.0 x 37.0 x 42.0{ 13.5 7.0 B32656S1394+418 |T18 |108
390 | 28.0 x 37.0 x 42.0{ 13.5 7.0 B32656S1394+561 | T1 108
390 | 28.0 x 37.0 x 42.0| 13.5 7.0 B32656S1394+562 | T2 108
390 |28.0 x 37.0 x42.0{ 13.5 7.0 B32656S1394+563 | T3 96
390 |28.0 x 37.0 x 42.0| 13.5 7.0 B32656S1394+566 |T6 108
390 |28.0 x 37.0 x42.0| 13.5 7.0 B32656S1394+577 |T7 96
470 (28.0 x 37.0 x 42.0| 14.5 6.0 B32656S1474+408 | T8 108
470 (28.0 x 37.0 x 42.0| 14.5 6.0 B32656S1474+409 |T9 108
470 (28.0 x 37.0 x 42.0| 14.5 6.0 B32656S1474+410 | T10 72
470128.0 x 37.0 x42.0| 14.5 6.0 B32656S1474+411 | T11 108
470128.0 x 37.0 x42.0| 14.5 6.0 B32656S1474+418 | T18 108
470 (28.0 x 37.0 x 42.0| 14.5 6.0 B32656S1474+561 | T1 108
470 (28.0 x 37.0 x 42.0| 14.5 6.0 B32656S1474+562 | T2 108
470 (28.0 x 37.0 x 42.0| 14.5 6.0 B32656S1474+563 | T3 96
470 (28.0 x 37.0 x 42.0| 14.5 6.0 B32656S1474+566 |T6 108
470128.0 x 37.0 x42.0| 14.5 6.0 B32656S1474+577 | T7 96

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=%10%
J= +5%

Please read Cautions and warnings and Page 22 of 63
Important notes at the end of this document.



STDK

oL o]
Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

1700 | 750 560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+408 | T8 48
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+409 | T9 48
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+410 |T10 80
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+411 | T11 64
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+418 | T18 48
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+561 | T1 48
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+562 | T2 48
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+563 | T3 96
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+566 |T6 48
560 | 30.0 x 45.0 x 42.0| 16.5 5.5 B32656S1564+577 |T7 96
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+408 | T8 48
680 | 30.0 x 45.0 x 42.0|{ 18.0 5.0 B32656S1684+409 |T9 48
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+410 | T10 80
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+411 | T11 64
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+418 | T18 48
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+561 | T1 48
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+562 | T2 48
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+563 | T3 96
680 | 30.0 x 45.0 x 42.0{ 18.0 5.0 B32656S1684+566 | T6 48
680 | 30.0 x 45.0 x 42.0| 18.0 5.0 B32656S1684+577 | T7 96
820 | 33.0 x 48.0 x 43.0{ 20.0 4.0 B32656S1824+408 | T8 84
820 | 33.0 x 48.0 x 43.0{ 20.0 4.0 B32656S1824+409 |T9 84
820 | 33.0 x 48.0 x 43.0| 20.0 4.0 B32656S1824+410 |T10 60
820 | 33.0 x 48.0 x 43.0{ 20.0 4.0 B32656S1824+411 | T11 56
820 | 33.0 x 48.0 x 43.0{ 20.0 4.0 B32656S1824+418 | T18 84
820 | 33.0 x 48.0 x 43.0{ 20.0 4.0 B32656S1824+561 | T1 84
820 | 33.0 x 48.0 x 43.0{ 20.0 4.0 B32656S1824+562 | T2 84
820 | 33.0 x 48.0 x 43.0{ 20.0 4.0 B32656S1824+563 | T3 64
820 | 33.0 x 48.0 x 43.0| 20.0 4.0 B32656S1824+566 |T6 84
820 | 33.0 x 48.0 x 43.0| 20.0 4.0 B32656S1824+577 |T7 84

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= 5%

Please read Cautions and warnings and Page 23 of 63
Important notes at the end of this document.



&TDK

Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

2000 | 800 68 | 14.0 x 25.0 x 42.0| 6.0 17.0 B32656S2683+408 | T8 288

68 | 14.0 x25.0 x42.0( 6.0 17.0 B3265652683+418 | T18 |288

68 | 14.0 x25.0 x42.0( 6.0 17.0 B3265652683+563 | T3 168

68 |14.0 x25.0 x42.0| 6.0 17.0 B3265652683+564 | T4 288

68 |14.0 x25.0 x42.0| 6.0 17.0 B3265652683+565 | T5 288
100 | 14.0 x 25.0 x 42.0 6.5 15.0 B32656S2104+408 | T8 288
100 | 14.0 x 25.0 x 42.0 6.5 15.0 B32656S2104+418 | T18 |288
100 [ 14.0 x25.0 x42.0| 6.5 15.0 B32656S2104+563 | T3 168
100 [ 14.0 x25.0 x42.0| 6.5 15.0 B32656S52104+564 | T4 288
100 | 14.0 x 25.0 x 42.0| 6.5 15.0 B3265652104+565 |T5 288
120 | 16.0 x28.5 x 42.0( 7.0 14.0 B3265652124+408 | T8 192
120 | 16.0 x28.5 x 42.0( 7.0 14.0 B32656S2124+409 | T9 192
120 | 16.0 x 28.5 x 42.0( 7.0 14.0 B32656S2124+411 | T11 128
120 [ 16.0 x28.5x42.0| 7.0 14.0 B32656S2124+418 |T18 |[192
120 [ 16.0 x28.5x42.0| 7.0 14.0 B32656S2124+561 | T1 192
120 | 16.0 x 28.5 x 42.0( 7.0 14.0 B3265652124+562 | T2 192
120 | 16.0 x28.5 x 42.0( 7.0 14.0 B3265652124+563 | T3 144
120 | 16.0 x28.5 x 42.0( 7.0 14.0 B32656S2124+564 | T4 192
120 | 16.0 x 28.5 x 42.0( 7.0 14.0 B32656S2124+565 |T5 192
120 [ 16.0 x28.5x42.0| 7.0 14.0 B32656S2124+566 |T6 192
120 [ 16.0 x28.5 x42.0| 7.0 14.0 B32656S2124+577 | T7 180
150 | 18.0 x 32.5 x 42.0( 8.0 13.0 B3265652154+408 | T8 140
150 | 18.0 x 32.5 x 42.0( 8.0 13.0 B32656S2154+409 | T9 140
150 | 18.0 x 32.5 x 42.0 8.0 13.0 B32656S2154+411 | T11 112
150 | 18.0 x 32.5 x 42.0( 8.0 13.0 B32656S2154+418 |T18 |[140
150 [ 18.0 x 32.5 x42.0| 8.0 13.0 B32656S2154+561 | T1 140
150 [ 18.0 x 32.5 x42.0| 8.0 13.0 B32656S2154+562 | T2 140
150 | 18.0 x 32.5 x 42.0( 8.0 13.0 B32656S2154+563 | T3 120
150 | 18.0 x 32.5 x 42.0( 8.0 13.0 B32656S2154+564 | T4 128
150 | 18.0 x 32.5 x 42.0( 8.0 13.0 B32656S2154+565 |T5 128
150 | 18.0 x 32.5 x 42.0( 8.0 13.0 B32656S2154+566 | T6 140
150 [ 18.0 x 32.5 x42.0| 8.0 13.0 B32656S21544577 |T7 156

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=%10%
J= +5%

Please read Cautions and warnings and Page 24 of 63
Important notes at the end of this document.
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oL o]
Snubber (wound) MKP

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./

f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

2000 | 800 220 ({20.0 x 39.5 x42.0| 11.0 9.0 B32656S2224+408 | T8 96
220 |20.0 x 39.5 x42.0{ 11.0 9.0 B32656S2224+409 | T9 96
220|20.0 x 39.5 x42.0{11.0 9.0 B32656S2224+410 |T10 |[120
220 |20.0 x 39.5 x42.0{ 11.0 9.0 B32656S2224+411 | T11 96
220|20.0 x 39.5 x42.0{11.0 9.0 B32656S2224+418 | T18 96
220 |20.0 x 39.5 x42.0{11.0 9.0 B32656S2224+561 | T1 96
220 |20.0 x 39.5 x 42.0{ 11.0 9.0 B32656S2224+562 | T2 96
220 |20.0 x 39.5 x42.0{ 11.0 9.0 B32656S2224+563 | T3 104
220 |20.0 x 39.5 x42.0{ 11.0 9.0 B32656S2224+564 | T4 96
220 |20.0 x 39.5 x42.0{ 11.0 9.0 B32656S2224+565 |T5 96
220 |20.0 x 39.5 x42.0{11.0 9.0 B32656S2224+566 |T6 96
220|20.0 x 39.5 x 42.0{ 11.0 9.0 B32656S2224+577 | T7 144
270|28.0 x 37.0 x 42.0| 12.5 8.0 B32656S2274+408 | T8 108
270|28.0 x 37.0 x 42.0{ 12.5 8.0 B32656S2274+409 | T9 108
270|28.0 x 37.0 x42.0{ 12.5 8.0 B32656S2274+410 | T10 80
270|28.0 x 37.0 x42.0{ 12.5 8.0 B32656S2274+411 | T11 72
2701 28.0 x 37.0 x42.0{12.5 8.0 B32656S2274+418 |T18 |108
270|28.0 x 37.0 x42.0|{ 12.5 8.0 B32656S2274+561 | T1 108
270|28.0 x 37.0 x 42.0| 12.5 8.0 B32656S2274+562 | T2 108
270|28.0 x 37.0 x 42.0{ 12.5 8.0 B32656S2274+563 | T3 96
270|28.0 x 37.0 x42.0{ 12.5 8.0 B32656S2274+566 |T6 108
270128.0 x 37.0 x 42.0| 12.5 8.0 B32656S2274+577 |T7 96
330 |28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+408 | T8 108
330 |28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+409 |T9 108
330 |28.0 x 37.0 x 42.0| 14.0 6.5 B32656S2334+410 | T10 80
330 |28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+411 | T11 72
330 |28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+418 |T18 |108
330 |28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+561 | T1 108
330 |28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+562 | T2 108
330 |28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+563 | T3 96
330 | 28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+566 | T6 108
330 | 28.0 x 37.0 x 42.0{ 14.0 6.5 B32656S2334+577 | T7 96

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=%10%
J= +5%

Please read Cautions and warnings and Page 25 of 63
Important notes at the end of this document.



&TDK

Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

2000 | 800 390 [ 30.0 x 45.0 x 42.0| 15.0 6.5 B3265652394+408 | T8 48
390 | 30.0 x 45.0 x 42.0{ 15.0 6.5 B32656S2394+409 |T9 48
390 | 30.0 x 45.0 x 42.0{ 15.0 6.5 B32656S2394+410 | T10 80
390 | 30.0 x 45.0 x 42.0| 15.0 6.5 B32656S2394+411 | T11 64
390 | 30.0 x 45.0 x 42.0{ 15.0 6.5 B3265652394+418 | T18 48
390 | 30.0 x 45.0 x 42.0{ 15.0 6.5 B3265652394+561 | T1 48
390 | 30.0 x 45.0 x 42.0{ 15.0 6.5 B32656S2394+562 | T2 48
390 | 30.0 x 45.0 x 42.0{ 15.0 6.5 B32656S2394+563 | T3 96
390 | 30.0 x 45.0 x 42.0{ 15.0 6.5 B32656S2394+566 |T6 48
390 | 30.0 x 45.0 x 42.0| 15.0 6.5 B32656S2394+577 |T7 96
470 [ 30.0 x45.0 x 42.0|17.0 5.5 B32656S2474+408 | T8 48
470 [ 30.0 x 45.0 x 42.0| 17.0 5.5 B32656S2474+409 |T9 48
470 [ 30.0 x 45.0 x 42.0| 17.0 5.5 B32656S2474+410 | T10 80
470130.0 x45.0 x42.0|17.0 55 B32656S2474+411 | T11 64
470130.0 x45.0 x42.0|17.0 55 B32656S2474+418 | T18 48
470 [ 30.0 x 45.0 x 42.0| 17.0 5.5 B32656S2474+561 | T1 48
470 [ 30.0 x45.0 x 42.0|17.0 5.5 B32656S2474+562 | T2 48
470 [ 30.0 x 45.0 x 42.0| 17.0 5.5 B32656S2474+563 | T3 96
470 [ 30.0 x 45.0 x 42.0| 17.0 5.5 B32656S2474+566 |T6 48
470130.0 x45.0 x42.0|17.0 55 B32656S2474+577 | T7 96
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+408 | T8 84
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+409 | T9 84
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+410 | T10 60
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+411 | T11 56
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+418 | T18 84
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+561 | T1 84
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+562 | T2 84
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+563 | T3 64
560 | 33.0 x 48.0 x 43.0{ 19.0 4.5 B32656S2564+566 | T6 84
560 | 33.0 x 48.0 x 43.0| 19.0 4.5 B32656S2564+577 |T7 84

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= 5%

Please read Cautions and warnings and Page 26 of 63
Important notes at the end of this document.
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oL o]
Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
850 | 450 1500 | 22.5 x 33.0 x 57.5| 12.0 7.0 B32658S8155+414 |T14 |88

1500 | 22.5 x 33.0 x 57.5| 12.0 7.0 B32658S8155+416 |T16 |88
1800 | 22.5 x 33.0 x 57.5| 13.0 6.5 B32658S8185+414 |T14 |88
1800 | 22.5 x 33.0 x 57.5| 13.0 6.5 B32658S8185+416 |T16 |88
2200 | 22.5 x 33.0 x 57.5( 14.5 5.5 B32658S8225+414 |T14 |88
2200 | 22.5 x 33.0 x 57.5| 14.5 5.5 B32658S8225+416 |T16 |88
2700 | 27.0 x 39.5 x57.5( 18.0 5.0 B32658S8275+414 | T14 |72
2700 | 27.0 x 39.5 x57.5( 18.0 5.0 B32658S8275+415 |T15 |72
2700 | 27.0 x 39.5 x57.5( 18.0 5.0 B32658S8275+416 |T16 |72
2700 | 27.0 x 39.5 x 57.5| 18.0 5.0 B32658S8275+417 |T17 |72
3000 | 27.0 x 39.5 x 57.5( 19.0 4.5 B32658S8305+414 |T14 |72
3000 | 27.0 x 39.5 x 57.5( 19.0 4.5 B32658S8305+415 |T15 |72
3000 | 27.0 x 39.5 x 57.5( 19.0 4.5 B32658S8305+416 |T16 |72
3000 | 27.0 x 39.5 x 57.5[ 19.0 4.5 B32658S8305+417 |T17 |72
3300 | 27.0 x 39.5 x 57.5( 19.0 4.5 B32658S8335K414 | T14 |72
3300 | 27.0 x 39.5 x 57.5( 19.0 4.5 B32658S8335K415 |T15 |72
3300 | 27.0 x 39.5 x 57.5( 19.0 4.5 B32658S8335K416 | T16 |72
3300 | 27.0 x 39.5 x 57.5( 19.0 4.5 B32658S8335K417 | T17 |72
4000 | 30.0 x 45.0 x57.5(21.0 4.0 B32658S8405+414 | T14 |64
4000 | 30.0 x 45.0 x 57.5(21.0 4.0 B32658S8405+415 |T15 |64
4000 | 30.0 x 45.0 x 57.5(21.0 4.0 B32658S8405+416 |T16 |64
4000 | 30.0 x 45.0 x 57.5|21.0 4.0 B32658S8405+417 |T17 |64
4500 | 30.0 x 45.0 x 57.5(22.0 3.7 B32658S8455+414 |T14 |64
4500 | 30.0 x 45.0 x 57.5(22.0 3.7 B32658S8455+415 |T15 |64
4500 | 30.0 x 45.0 x 57.5(22.0 3.7 B32658S8455+416 | T16 |64
4500 | 30.0 x 45.0 x 57.5|22.0 3.7 B32658S8455+417 |T17 |64
4700 | 35.0 x 50.0 x 57.5[ 23.0 3.5 B32658S8475+414 |T14 |56
4700 | 35.0 x 50.0 x 57.5(23.0 3.5 B32658S8475+415 |T15 |56
4700 | 35.0 x 50.0 x 57.5( 23.0 3.5 B32658S8475+416 |T16 |56
4700 | 35.0 x 50.0 x 57.5| 23.0 3.5 B32658S8475+417 |T17 |56

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= 5%

Please read Cautions and warnings and Page 27 of 63
Important notes at the end of this document.
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Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
850 | 450 5000 | 35.0 x 50.0 x 57.5|24.0 3.2 B32658S8505+414 |T14 |56
5000 | 35.0 x 50.0 x 57.5(24.0 3.2 B32658S8505+415 |T15 |56
5000 | 35.0 x 50.0 x 57.5(24.0 3.2 B32658S8505+416 |T16 |56
5000 | 35.0 x 50.0 x 57.5|24.0 3.2 B32658S8505+417 |T17 |56
5600 | 35.0 x 50.0 x 57.5(27.0 2.8 B32658S8565+414 |T14 |56
5600 | 35.0 x 50.0 x 57.5(27.0 2.8 B3265858565+415 |T15 |56
5600 | 35.0 x 50.0 x 57.5(27.0 2.8 B32658S8565+416 |T16 |56
5600 | 35.0 x 50.0 x 57.5|27.0 2.8 B32658S8565+417 |T17 |56
1000 | 480 1000 | 22.5 x 33.0 x 57.5| 11.0 8.0 B32658S0105+414 |T14 |88
1000 | 22.5 x 33.0 x 57.5| 11.0 8.0 B32658S50105+416 |T16 |88
1500 | 22.5 x 33.0 x 57.5| 13.5 6.5 B32658S0155+414 |T14 |88
1500 | 22.5 x 33.0 x 57.5| 13.5 6.5 B32658S0155+416 |T16 |88
1800 | 27.0 x 39.5 x 57.5| 15.5 6.0 B32658S0185+414 |T14 |72
1800 | 27.0 x 39.5 x 57.5| 15.5 6.0 B32658S0185+415 |T15 |72
1800 | 27.0 x 39.5 x 57.5| 15.5 6.0 B32658S0185+416 |T16 |72
1800 | 27.0 x 39.5 x 57.5| 15.5 6.0 B32658S0185+417 |T17 |72
2200 | 27.0 x 39.5 x57.5(17.0 5.0 B32658S0225+414 |T14 |72
2200 | 27.0 x 39.5 x 57.5|17.0 5.0 B32658S0225+415 | T15 72
2200 | 27.0 x 39.5 x57.5(17.0 5.0 B3265850225+416 |[T16 |72
2200 | 27.0 x 39.5 x57.5[17.0 5.0 B3265850225+417 |T17 |72
2700 | 30.0 x 45.0 x 57.5(20.0 4.5 B32658S0275+414 |T14 |64
2700 | 30.0 x 45.0 x 57.5(20.0 4.5 B3265850275+415 |T15 |64
2700 | 30.0 x 45.0 x 57.5(20.0 4.5 B32658S0275+416 |T16 |64
2700 | 30.0 x 45.0 x 57.5| 20.0 4.5 B32658S0275+417 |T17 |64
3000 | 30.0 x45.0 x 57.5(21.0 4.0 B32658S0305+414 |T14 |64
3000 | 30.0 x 45.0 x 57.5[21.0 4.0 B32658S0305+415 |T15 |64
3000 | 30.0 x 45.0 x 57.5[21.0 4.0 B3265850305+416 |T16 |64
3000 | 30.0 x 45.0 x 57.5[21.0 4.0 B3265850305+417 |T17 |64
3300 | 35.0 x 50.0 x 57.5(22.0 4.0 B32658S0335+414 |T14 |56
3300 | 35.0 x 50.0 x 57.5(22.0 4.0 B32658S0335+415 |T15 |56
3300 | 35.0 x 50.0 x 57.5(22.0 4.0 B32658S0335+416 |T16 |56
3300 | 35.0 x 50.0 x 57.5|22.0 4.0 B32658S0335+417 |T17 |56

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= +5%

Please read Cautions and warnings and Page 28 of 63
Important notes at the end of this document.
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oL o]
Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

1000 | 480 4000 | 35.0 x 50.0 x 57.5| 24.0 3.5 B32658S0405+414 |T14 |56
4000 | 35.0 x 50.0 x 57.5( 24.0 3.5 B32658S0405+415 |T15 |56
4000 | 35.0 x 50.0 x 57.5( 24.0 3.5 B32658S0405+416 |T16 |56
4000 | 35.0 x 50.0 x 57.5| 24.0 3.5 B32658S0405+417 |T17 |56
4200 | 35.0 x 50.0 x 57.5(24.0 3.5 B32658S0425+414 |T14 |56
4200 | 35.0 x 50.0 x 57.5(24.0 3.5 B32658S0425+415 |T15 |56
4200 | 35.0 x 50.0 x 57.5( 24.0 3.5 B32658S0425+416 |T16 |56
4200 | 35.0 x 50.0 x 57.5| 24.0 3.5 B32658S0425+417 |T17 |56

1250 | 500 820 |22.5x33.0 x57.5|11.5 7.5 B32658S7824+414 |T14 |88

820 |22.5 x 33.0 x 57.5|11.5 7.5 B32658S7824+416 |T16 |88

1000 | 22.5 x 33.0 x 57.5| 12.5 7.0 B32658S7105+414 | T14 |88
1000 | 22.5 x 33.0 x 57.5| 12.5 7.0 B32658S7105+416 |T16 |88
1200 | 27.0 x 39.5 x 57.5| 14.5 7.0 B32658S7125+414 | T14 |72
1200 | 27.0 x 39.5 x 57.5| 14.5 7.0 B32658S7125+415 |T15 |72
1200 | 27.0 x 39.5 x 57.5| 14.5 7.0 B32658S7125+416 |T16 |72
1200 | 27.0 x 39.5 x 57.5| 14.5 7.0 B32658S7125+417 |T17 |72
1500 | 27.0 x 39.5 x 57.5| 15.0 6.5 B32658S7155+414 | T14 |72
1500 | 27.0 x 39.5 x 57.5| 15.0 6.5 B32658S7155+415 |T15 |72
1500 | 27.0 x 39.5 x 57.5| 15.0 6.5 B32658S7155+416 |T16 |72
1500 | 27.0 x 39.5 x 57.5| 15.0 6.5 B32658S7155+417 |T17 |72
1800 | 27.0 x 39.5 x 57.5| 16.5 5.5 B32658S7185+414 |T14 |72
1800 | 27.0 x 39.5 x 57.5| 16.5 5.5 B32658S7185+415 |T15 |72
1800 | 27.0 x 39.5 x 57.5| 16.5 5.5 B32658S7185+416 |T16 |72
1800 | 27.0 x 39.5 x 57.5| 16.5 5.5 B32658S7185+417 |T17 |72
2200 | 30.0 x 45.0 x 57.5[ 19.0 4.7 B32658S7225+414 | T14 |64
2200 | 30.0 x 45.0 x 57.5( 19.0 4.7 B32658S7225+415 |T15 |64
2200 | 30.0 x 45.0 x 57.5( 19.0 4.7 B32658S7225+416 |T16 |64
2200 | 30.0 x 45.0 x 57.5| 19.0 4.7 B32658S7225+417 |T17 |64
2700 | 35.0 x 50.0 x 57.5( 22.0 4.0 B32658S7275+414 | T14 |56
2700 | 35.0 x 50.0 x 57.5( 22.0 4.0 B32658S7275+415 | T15 |56
2700 | 35.0 x 50.0 x 57.5( 22.0 4.0 B32658S7275+416 |T16 |56
2700 | 35.0 x 50.0 x 57.5|22.0 4.0 B32658S7275+417 |T17 |56

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= +10%
J= +5%

Please read Cautions and warnings and Page 29 of 63
Important notes at the end of this document.
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Snubber (wound)

Electrical specifications, ordering codes and packing units

Vg Viavs Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ
VDC|VAC |nF mm A mQ below)
1250 | 500 3000 | 35.0 x 50.0 x 57.5|24.0 3.5 B32658S7305+414 |T14 |56
3000 | 35.0 x 50.0 x 57.5(24.0 3.5 B32658S7305+415 |T15 |56
3000 | 35.0 x 50.0 x 57.5(24.0 3.5 B32658S7305+416 |T16 |56
3000 | 35.0 x 50.0 x 57.5|24.0 3.5 B32658S7305+417 |T17 |56
1700 | 750 470|22.5x33.0x57.5|11.5 9.0 B32658S1474+414 |T14 |88
470 |22.5x33.0 x57.5|11.5 9.0 B32658S1474+416 | T16 88
680 | 27.0 x 39.5 x 57.5|14.5 7.5 B32658S1684+414 |T14 |72
680 |27.0 x 39.5 x 57.5|14.5 7.5 B32658S1684+415 |T15 |72
680 | 27.0 x 39.5 x 57.5|14.5 7.5 B3265851684+416 |T16 |72
680 | 27.0 x 39.5 x 57.5|14.5 7.5 B3265851684+417 |T17 |72
1000 | 30.0 x 45.0 x 57.5| 16.5 6.7 B32658S1105+414 |T14 |64
1000 | 30.0 x 45.0 x 57.5| 16.5 6.7 B32658S1105+415 |T15 |64
1000 | 30.0 x 45.0 x 57.5| 16.5 6.7 B32658S1105+416 |T16 |64
1000 | 30.0 x 45.0 x 57.5| 16.5 6.7 B32658S1105+417 |T17 |64
1200 | 35.0 x 50.0 x 57.5| 18.5 6.2 B32658S1125+414 |T14 |56
1200 | 35.0 x 50.0 x 57.5| 18.5 6.2 B32658S1125+415 |T15 |56
1200 | 35.0 x 50.0 x 57.5| 18.5 6.2 B32658S1125+416 |T16 |56
1200 | 35.0 x 50.0 x 57.5| 18.5 6.2 B32658S1125+417 |T17 |56
1400 | 35.0 x 50.0 x 57.5| 20.0 5.5 B32658S1145+414 |T14 |56
1400 | 35.0 x 50.0 x 57.5| 20.0 5.5 B32658S1145+415 |T15 |56
1400 | 35.0 x 50.0 x 57.5| 20.0 5.5 B32658S1145+416 |T16 |56
1400 | 35.0 x 50.0 x 57.5| 20.0 5.5 B32658S1145+417 |T17 |56
2000 | 800 330|22.5x33.0x57.5|11.5 9.0 B3265852334+414 |T14 |88
330 |22.5x33.0x57.5|11.5 9.0 B3265852334+416 |T16 |88
470 | 27.0 x 39.5 x 57.5| 14.0 8.0 B32658S2474+414 |T14 |72
470 | 27.0 x 39.5 x 57.5| 14.0 8.0 B3265852474+415 |T15 |72
470|27.0 x 39.5 x 57.5| 14.0 8.0 B32658S2474+416 |T16 |72
470 | 27.0 x 39.5 x 57.5| 14.0 8.0 B3265852474+417 | T17 72
680 | 30.0 x 45.0 x 57.5| 16.5 7.0 B3265852684+414 |T14 |64

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K= *10%
J= +5%

Please read Cautions and warnings and Page 30 of 63
Important notes at the end of this document.
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oL o]
Snubber (wound) MKP
Electrical specifications, ordering codes and packing units
Vg Vaus Cr Max. dimensions | lgus ESR,, |Ordering code Ter- |pcs./
f<1kHz wxh x| 100 kHz | 100 kHz | (composition see minal | MOQ

VDC|VAC |nF mm A mQ below)

2000 | 800 680 [ 30.0 x 45.0 x 57.5| 16.5 7.0 B32658S2684+415 |T15 |64
680 | 30.0 x 45.0 x 57.5| 16.5 7.0 B3265852684+416 |T16 |64
680 | 30.0 x 45.0 x 57.5| 16.5 7.0 B3265852684+417 |T17 |64
820 | 35.0 x 50.0 x 57.5| 18.0 6.5 B32658S2824+414 |T14 |56
820 | 35.0 x 50.0 x 57.5|18.0 6.5 B32658S2824+415 |T15 |56
820 | 35.0 x 50.0 x 57.5|18.0 6.5 B3265852824+416 |T16 |56
820 | 35.0 x 50.0 x 57.5| 18.0 6.5 B32658S2824+417 |T17 |56
900 | 35.0 x 50.0 x 57.5| 19.0 6.0 B32658S2904+414 | T14 |56
900 | 35.0 x 50.0 x 57.5|19.0 6.0 B32658S2904+415 |T15 |56
900 | 35.0 x 50.0 x 57.5|19.0 6.0 B32658S2904+416 |T16 |56
900 | 35.0 x 50.0 x 57.5| 19.0 6.0 B32658S2904+417 |T17 |56

MOQ = Minimum Order Quantity, consisting of 4 packing units.
Further E series and intermediate capacitance values on request.

Composition of ordering code
+ = Capacitance tolerance code:
K=%10%
J= +5%

Please read Cautions and warnings and Page 31 of 63
Important notes at the end of this document.
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Snubber (wound)

Technical data

Operating temperature range | Max. operating temperature To, max ~ +110 °C

Upper category temperature T, +100 °C

Lower category temperature T, -55°C

Rated temperature Ty +85 °C
Dissipation factor tan & (in 10%)| at Cg=<0.1 pF 0.1 pF<Cg<1 pF Cr>1pF
at20 °C 1kHz| - 0.5 0.5
(upper limit values) 10 kHz | — 0.8 1.5

100 kHz | 5.0 - -
Insulation resistance R;, Cr<0.33 uF Cgr>0.33 uF
or time constant 1= Cg - Ri,s | 100 GQ 30000 s
at 20 °C, rel. humidity < 65%
(minimum as-delivered values)
DC test voltage 1.6- Vg 2s
Category voltage V¢ To (°C) DC voltage derating AC voltage derating
(continuous operation with V¢ | To, < 85 Ve =Vg Ve avs = Vaus

orVycatf<1kHz)
Operating voltage V., for
short operating periods

85<T,,<11Q Vg = Vg - (165—T,,)/80
Top (°C) DC voltage (max. hours)

VC,RMS=VRMS ) (1 65*Top)/80
AC voltage (max. hours)

(Vpg or Vac at f < 1 kHz)

T, <85

Vop = 1.25 - V;, (2000 h)

85<T,,<100 V., = 1.25 - V, (1000 h)

Voo = 1.0 - Ve us (2000 h)
Voo = 1.0 - Vs (1000 h)

Damp heat test
Limit values after damp
heat test

56 days/40 °C/93% relative humidity
Capacitance change |AC/C|

Dissipation factor change A tan &

Insulation resistance R,

< 3%

<0.5-10°% (at 1 kHz)
<1.0 - 102 (at 10 kHz)
> 50% of minimum

or t