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1 - 1 - 1 - 1 - CPA RED 3

1 1 1 1 1 1 1 1 SPACER RED 2

1 1 - - - - - - HOUSING; KEY  D BLACK

- - 1 1 - - - - HOUSING; KEY  C BLACK
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DESCRIPTION MATERIAL COLOR
ITEM
NO

PARTS LIST

KEYING OPTIONS
(SHOWN WITH CPA)

 
KEYING OPTION: A

 CIRCUIT IDENTIFICATION NUMBERS, LOCATED AS SHOWN.

 2. SPACER AND CPA ARE SHIPPED IN PRE-ASSEMBLED POSITION.

 PART NUMBER, DATE CODE AND WORK CENTER LOCATION .

 CAVITY ID.

 MATERIAL IDENTIFICATION.

 6. PACKING: CONNECTOR ASSEMBLIES BULK PACKAGED
             IN CARDBOARD BOX.

 OPTIONAL SLOTS FOR MOLD CONSTRUCTION.

 45�$� LEAD IN ANGLE OPTIONAL TYPICAL FOR ALL KEYS.

 9. SPACER IS SHIPPED IN PRE-LOADED POSITION. SOME
    SPACERS MAY BECOME FULLY SEATED DURING SHIPPING.
    USE TE INSTRUCTION SHEET 408-10104 TO REPOSITION
    SPACER BACK TO IT'S PRE-LOADED POSITION.

10. REFER TO TE INSTRUCTION SHEET 408-8599 FOR PROPER
    CONTACT ASSEMBLY/DISASSEMBLY AND CONNECTOR MATING/
    UN-MATING PROCEDURE.
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