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TECHNICAL DATA T4071017031-00X T4071017041-00X

RATED IMPULSE
 VOLTAGE

 1500V 800V

RATED VOLTAGE 60V 30V

RATED CURRENT 3A

POLLETION 
DEGREE

3

OVERVOLTAGE
 CATEGORY

II

MATERIAL GROUP II

DEGREE OF 
PROTECTION IP67

TEMPERATURE -40�$�C~85�$�C

RPC-M8-FF-4CON-M10-0.2LA 4 T4071017041-001

RPC-M8-FF-3CON-M10-0.2LA 3 T4071017031-001

TYPE POS . PART NUMBER

WIRE 7

RUBBER O-RING 6

COPPER ALLOY NUT 5

RUBBER O-RING 4

COPPER ALLOY BODY NUT 3

PA66 HOUSING 2

COPPER ALLOY CONTACT 1

MATERIAL DESCRIPITON ITEMTABLE 1

NOTES:
 
1. TECHNICAL DATA: SEE TABLE 1
 . THE RELEATION BETWEEN WIRE COLOR AND PIN IS:
   PIN1 BROWN;PIN2 WHITE; PIN3 BLUE;PIN4 BLACK;
3. -00X: CABLE LENGHT.-001:0.2m;-002:0.5m;-003:1.0m;
   -004:1.5m;-005:3m;-006:5m; 
4. IF CUSTOMER NEED OTHER CABLE LENGTH, PLEASE
   CONTACT TE PRODUCT MANAGER OR SALES FOR HELP. 
5. ALL PRODUCT MUST COMPLIANCE WITH ROHS AND REACH.

    :
1.     :  1
 . PIN         :PIN1   ,PIN2   ,PIN3   ,PIN4   ;
3. -00X, X    , -001:0.2m;-002:0.5m;-003:1.0m;
   -004:1.5m;-005:3m;-006:5m; 
4.             ,   TE        ; 
5.       ROHS REACH.
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